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§ 86.610–96 Compliance with accept-
able quality level and passing and 
failing criteria for Selective En-
forcement Audits. 

(a) The prescribed acceptable quality 
level is 40 percent. 

(b) A failed vehicle is one whose final 
deteriorated test results pursuant to 
§ 86.609–96(c), for one or more of the ap-
plicable pollutants, including fuel 
spitback, exceed the applicable emis-
sion standard. For the CST as de-
scribed in subpart O of this part, a ve-
hicle fail determination is made if the 
final deteriorated test results for HC 
and/or CO emissions from any CST ex-
ceed the applicable emission standard. 

(c) Pass/fail criteria—(1) FTP criteria. 
The manufacturer must test vehicles 
comprising the test sample until a pass 
decision is reached for all pollutants, 
or a fail decision is reached for one pol-
lutant. A pass decision is reached when 
the cumulative number of failed vehi-
cles, as defined in paragraph (b) of this 
section, for each pollutant is less than 
or equal to the fail decision number ap-
propriate to the cumulative number of 
vehicles tested. A fail decision is 
reached when the cumulative number 
of failed vehicles for one pollutant is 
greater than or equal to the fail deci-
sion number appropriate to the cumu-
lative number of vehicles tested. The 
pass and fail decision numbers associ-
ated with the cumulative number of ve-
hicles tested are determined by use of 
the tables in appendix XI to this part 
appropriate for the annual projected 
sales as made by the manufacturer in 
its report submitted under § 600.207– 
80(a)(2) of this chapter (Automobile 
Fuel Economy Regulations). In the ta-
bles in appendix XI to this part, sam-
pling plan ‘‘stage’’ refers to the cumu-
lative number of vehicles tested. Once 
a pass decision has been made for a 
particular pollutant, the number of ve-
hicles whose final deteriorated test re-
sults exceed the emission standard for 
that pollutant may not be considered 
any further for purposes of the audit. 

(2) CST criteria. A pass/fail decision is 
based on the CST in its entirety rather 
than on a per pollutant basis. The man-
ufacturer must test vehicles com-
prising the test sample until a pass or 
fail decision is reached based on CST 
testing. A pass decision is reached 

when the cumulative number of failed 
vehicles, as defined in paragraph (b) of 
this section, based on CST testing is 
less than or equal to the pass decision 
number appropriate to the cumulative 
number of vehicles tested. A fail deci-
sion is reached when the cumulative 
number of failed vehicles based on CST 
testing is greater than or equal to the 
fail decision number appropriate to the 
cumulative number of vehicles tested. 
The pass and fail decision numbers as-
sociated with the cumulative number 
of vehicles tested are determined by 
use of the tables in appendix XI to this 
part appropriate for the annual pro-
jected sales as made by the manufac-
turer in its report submitted under 
§ 600.207–80(a)(2) of this chapter (Auto-
mobile Fuel Economy Regulations). In 
the tables in appendix XI to this part, 
sampling plan ‘‘stage’’ refers to the cu-
mulative number of vehicles tested. 
Once a pass decision has been made 
based on CST testing, the number of 
vehicles whose final deteriorated test 
results exceed any of the emission 
standards for any CST may not be con-
sidered any further for purposes of the 
audit. 

(d) Passing or failing of an SEA oc-
curs when the decision is made on the 
last vehicle required to make a deci-
sion under paragraph (c) of this sec-
tion. 

(e) The Administrator may terminate 
testing earlier than required in para-
graph (c) of this section. 

[58 FR 58424, Nov. 1, 1993] 

§ 86.610–98 Compliance with accept-
able quality level and passing and 
failing criteria for Selective En-
forcement Audits. 

(a) The prescribed acceptable quality 
level is 40 percent. 

(b) A failed vehicle is one whose final 
deteriorated test results pursuant to 
§ 86.609–98(c) exceed at least one of the 
applicable emission standards associ-
ated with the test procedures pursuant 
to § 86.608–98(a). 

(c)(1) Pass/fail criteria. The manufac-
turer shall test vehicles comprising the 
test sample until a pass decision is 
reached for all of the pollutants associ-
ated with all of the test procedures 
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